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TOWN OF NEW BRAINTREE
INVITATION TO BID

The Town of New Braintree Select Board requests sealed bids on the following materials to be
used in State Aid Road Construction work and general town road maintenance work for Fiscal
2027, which ends on June 30, 2027:

1. Liquid Asphalt 12. Type | Berm
2. Stone Seal in Place 13. Screened Stone
3. Type 1 Bituminous Concrete 14. Polyethylene Pipe
(Picked up at plant and in place) 15.  Full Depth Pavement Reclamation (Calcium Chloride)
4. Tack Coat (Applied cost per gallon) 16. Track-Type Excavators 46,000 Ib. or
5. Cold Patch larger with operator
6. Washed Sand 17. a. Bucket Truck/hourly rate
7. Screened Sand b. Chipper Truck/hourly rate
8. Crushed Gravel c. Ground Man/hourly rate
9. Processed Gravel 18. Road Line Markings

10. Bank Run Gravel
11. Washed Stone

The Select Board reserves the right to waive any informality, to reject any or all bids and to
make awards in a manner deemed in the best interest of the Town.

These items are based on projected work and seasonal requirements.

The Town reserves the right to increase or decrease quantities required.

All prices shall be submitted in cubic yards and tons where applicable.

All prices shall be fixed prices for the Fiscal Year 2027 (exceptions explained within).

Wage rates shall be in accordance with Labor and Industries of Massachusetts General Laws
Chapter 149, Section 26-27G, inclusive.

Sealed bids to be marked “FY2027 yearly goods and services bid.”

All bids shall be accompanied by a bid bond of five percent (5%) of the value of the bid.

Bids will be accepted until 9:00 AM on Monday, July 6, 2026, in the Select Board’s Room,
Town Hall, New Braintree, MA. The bids will be publicly opened and read at 9:05 AM that
afternoon with the Highway Superintendent, Highway Secretary and selectboard member(s).
Specifications and bid forms are available at the Office of the Select Board, New Braintree Town

Hall, 20 Memorial Drive, New Braintree, and on the Town Website:
WWW.NEWBRAINTREEMA.US
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SPECIFICATIONS
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STONE SEAL (TREATED)
SPECIFICATIONS

1. DEFINITIONS
The term Director shall mean the Board of Selectmen of the Town of New Braintree.

The term Designee shall mean the Highway Superintendent of the Town of New
Braintree.

The term Contractor shall mean a professional company contracted by the Town of New
Braintree to perform work under this agreement.

2. DESCRIPTION
Work under this contract shall consist of the Contractor furnishing and applying liquid
asphalt and treated stone on properly prepared bituminous streets. Bid quantities are
approximate only; payment shall be for actual quantities applied to streets. Streets to be
stone sealed shall be selected by the Contractor and the Director or Designee.

3. MATERIALS

A. Emulsified Asphalt
Emulsified asphalt grades shall be: CRS-2 (3% Latex), CMS-2 (3%
Latex), HFRS-2 (3% Latex), or HFMS-2 (3% Latex), (MC 3000).

B. Latex Additive
The latex additive shall be Ultrapave 70 (Anionic) or Ultrapave 1156 (Cationic) or
equivalent conforming to the following specifications. It is required that the latex be co-
milled at the bulk emulsion facility, to ensure complete and balanced blending. The
emulsion manufacturing plant must be open to inspection by the awarding authority.

Anionic Cationic
Monomer Ration (76+/-2/ (76+/-2/
(Butadiene/Styrene) 24+/-2) 24 =/-2)
Solids, min. % 67 59
Solids, min. Ibs./gal. 5.2 4.8
Coagulum
(80 mesh screen) max. 0.1% 0.1%
pH of Latex 9.5-10.5 40-55

Brookfield Visc. (Model
RVT, #3 spindle @20 RPM) 800-2000 5000 max.
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Mechanical Stability Excellent Excellent

C. Treated Stone
Stone shall be crushed quarry stone, free from dust, soft stone or other contaminants, with
a minimum of 70% of the stones have a fractured face. All stone shall satisfy a 35%
maximum for the L.A. Abrasion Testand a 35% maximum for the Flakiness Index Test.
Stone shall be treated prior to application with Bituminous Material at the rate of 0.1% to
0.5% residual asphalt to ensure uniform treatment of all stones. Proper pre-treatment
shall be obtained by a twin shafted Pugmill with a Digital Readout Belt Scale.

REQUIRED STONE GRADATION

3/8” STONE
SIEVE SIZE % PASSING
1/2> 100
3/8 85 - 100
1/4” 10 - 60
#4 0-25
#8 0-5

Maximum passing #200 sieve shall not exceed 2.0%, wet washed, for all sized aggregates
used in surface treatments.

4. MATERIAL QUANTITIES

The quantity of asphalt material to be used shall be in the range of 0.35 to 0.50
gallons per square yard. Cover aggregate shall be spread in the range of 20 to 30
pounds per square yard. The Contractor will use lab tests to design specific material
quantities to meet existing field conditions. Variations in material quantities will be
made without adjustment to contract unit price. The Contractor must maintain a
laboratory open to the inspection of the awarding agency.
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5. EQUIPMENT

The equipment used by the Contractor shall include, but not be limited to, one or more
of the following:

A. Asphalt Distributor

The asphalt distributor shall contain suitable mechanical circulating and heating
mechanisms to provide a uniform approved temperature of the entire mass of
material. The distributor shall be equipped with a radar type sensor used to measure
ground speed, and feed a Digital Volumetric Accumulator capable of measuring
gallons applied and distance traveled. It shall be capable of applying asphalt material
in accurately measured quantities at any rate between 0.1 to 2.0 gallons per square
yard of roadway surface, at any length of spray bar up to sixteen (16) feet. The
distributor shall be capable of maintaining a uniform rate of distribution of asphalt
material regardless of change in grade, width or direction of the road. It shall be
equipped with an electronic control for setting asphalt pump discharge rate and on/off
switching of spray for nozzles in one (1) foot increments which shall be located in the
truck cab. The spray nozzles and pressure system shall provide a sufficient and
uniform fan-shaped spray of asphalt material throughout the entire length of the spray
bar at all times while operating. The spray shall completely cover the roadway
surface receiving the treatment.

B. Aggregate Spreader

The aggregate spreader shall be hydrostatically driven and self-propelled. It shall be
equipped with a hydraulically controlled variable adjustable head that is capable of
spreading stone in widths from four (4) feet to sixteen (16) feet. The spreader shall
be mounted on pneumatic tires and shall apply the treated stone on the road surface in
a manner that ensures that the tires do not contact the road surface until after the stone
has been applied. The unit shall be equipped with an electronic radar sensor used to
measure ground speed and will automatically adjust the stone application rate
depending on width of application and the speed of chip spreader. It shall have the
ability to apply stone on any grade from 0 - 6%.

The spreader shall be equipped with an integral hopper with a minimum capacity of 5
tons of treated stone which shall be filled by trucks in a manner which ensures that
the truck tires never come in contact with asphalt-treated road surfaces until the stone
has been properly applied. To maintain constant stone application, s self-locking
truck hitch will permit towing of aggregate trucks without stopping the chip spreader.
It will be capable of maintaining positive engagement over irregular terrain.

C. Rollers
At least one rubber tired and one steel wheeled roller shall be used on each treated
surface immediately after the stone has been applied. Each roller shall have a
compacting width of not less than five (5) feet. Each roller shall have a gross weight of
not less than ten (10) tons and contact pressure adjustable from 200 to 300 psi.
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D. Trucks
Rear discharge conveyor-fed trucks in sufficient number and size shall be used to deliver
treated stone to the spreader. Conventional dump trucks that require bodies to be raised
to distribute aggregate will not be allowed.

6. CONSTRUCTION METHODS

A. Streets to be Treated
The Contractor and the Director shall mutually determine the streets which shall
receive treated stone seal treatment. Measurements of streets to be treated shall be
made by the Contractor and the Director or Designee, and the Contractor shall
prepare a cost estimate for each street prior to beginning work.

B. Surface Preparation
Surface preparation, which may include pothole patching, truing and leveling,
adjusting of street irons (valve covers, manhole covers, drop inlet gratings), etc., will
be the responsibility of the Town of New Braintree and will be completed before the
contractor moves onto the job.

Immediately prior to the application of asphalt materials, the Town of New Braintree
Highway Department personnel shall remove small branches and other debris and
use a mechanical street sweeper to clean any loose material from the pavement
surface.

The Town of New Braintree Highway Department shall protect manhole covers, drop
inlets, catch basins, curbs, and any other structures within the shoulder areas against
the application of the surface treatment materials.

C. Weather Limitations
Work will not be done unless the road surface is dry. No work shall be done during
rain or foggy periods, or if the local forecast calls for rain or fog on that day. No
work shall be done if the ambient temperature is below fifty (50) degrees Fahrenheit.

D. Spreading Asphalt and Treated Stone

Prior to application of asphalt material on any street, sufficient quantities of materials
to cover the entire street at the specified rates shall be on the site and ready for
application. The Town of New Braintree shall be responsible for providing the
Contractor with an aggregate storage area near the job site. The asphalt material shall
not be applied more than 300 feet in advance of the self-propelled aggregate spreader.
AT NO TIME SHALL ANY ASPHALT MATERIAL BE ON ANY ROAD
SURFACE FOR MORE THAN FIFTEEN MINUTES BEFORE IT IS COVERED
WITH TREATED STONE.
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E. Rolling
Initial rolling shall be done immediately following the application of treated stone.
Rollers shall be operated at a speed that will not displace aggregate.

F. Traffic Control
Traffic control is the sole responsibility of the Town of New Braintree. Unless
otherwise, the roadway shall be kept open to traffic at all times, with traffic
discontinued on the lane being surface treated. Controlled traffic may be permitted as
soon as the final layer is applied and rolled. A recommended maximum speed of 20
mph should be maintained for a period of two (2) hours.

G. Surplus Aggregate
Surplus aggregate shall be swept off of the road surfaces by the Town of New
Braintree Highway Department, and shall be the property of the Town of New
Braintree. Sweeping will be done after stone seal has properly cured and care will be
taken not to dislodge imbedded aggregate or damage the surface.

7. PERFORMANCE

The Town of New Braintree will not award this contract unless the Contractor
furnished satisfactory evidence of his/her ability and experience to perform this work
and that he/she has sufficient capital and equipment to enable him/her to prosecute
the work successfully and to complete it within the time named in the contract. The
Contractor shall not sublet any portion of this contract and will own all equipment
used to complete such contract. As part of the bid, the Contractor must submit a list
of six similar and successfully completed jobs whose relevance to the proposed job
shall be deemed by the Town of New Braintree. The name, address, and telephone
number of a contact person involved with each of these projects must be included so
they can be investigated prior to the award of the contract. It will be the responsibility
of each bidder to visit the job site with the Highway Superintendent. The Board of
Selectmen can reject any bid of a contractor who has not visited the work site. Each
bidder must supply a bid bond which is five percent (5%) of the estimated total cost
of the job.

8. METHOD OF PAYMENT

Payment for work under this agreement shall be made at the contract unit price per
square yard times the number of square yards, measured by the Contractor and the
Director or Designee, of road surface treated. Price per square yard shall be for
complete in place quantities. Upon completion of work, and acceptance by the
Director, the Contractor shall submit a payment request to the Director. Payment
shall be net thirty (30) days.
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9. GUARANTEE

Any material or workmanship found to be defective for up to one (1) year from the
date of acceptance by the Director shall be replaced by the Contractor at no cost to
the Town of New Braintree. Upon notification of defective material or workmanship,
the Contractor shall immediately replace such defective areas.
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DOCUMENT 00811
SPECIAL PROVISIONS
MONTHLY PRICE ADJUSTMENT FOR HOT MIX ASPHALT (HMA) MIXTURES
ENGLISH AND METRIC UNITS
Revised: 07/08/2016

This provision applies to all projects using greater than 100 tons (91 megagrams) of hot mix asphalt (HMA)
mixtures containing liquid asphalt cement as stipulated in the Notice to Contractors section of the bid
documents.

Price Adjustments will be based on the variance in price, for the liquid asphalt component only, between the
Base Price and the Period Price. They shall not include transportation or other charges. Price Adjustments will
occur on a monthly basis.

Base Price

The Base Price of liquid asphalt on a project as listed in the Notice to Contractors section of the bid documents
is a fixed price determined by the Department at the time of the bid using the same method as the determination
of the Period Price detailed below. The Base Price shall be used in all bids.

Period Price

The Period Price is the price of liquid asphalt for each monthly period as determined by the Department using
the average selling price per standard ton of PG64-28 paving grade (primary binder classification) asphalt, FOB
manufacturer's terminal, as listed under the “"East Coast Market - New England, Boston, Massachusetts area"
section of the Poten & Partners, Inc. "Asphalt Weekly Monitor". This average selling price is listed in the issue
having a publication date of the second Friday of the month and will be posted as the Period Price for that
month. The Department will post this Period Price on its website at http://www.mhd.state.ma.us/ within two (2)
business days following its receipt of the relevant issue of the "Asphalt Weekly Monitor". Poten and Partners
has granted the Department the right to publish this specific asphalt price information sourced from the Asphalt
Weekly Monitor. This method of period price determination was formerly called the New Asphalt Period Price
Method. Separate website postings using both the New Asphalt Period Price Method and the Old Asphalt
Period Price Method were discontinued after June 2013.

Price Adjustment Determination, Calculation and Payment

The Contract Price of the HMA mixture will be paid under the respective item in the Contract. Price
Adjustments, as herein provided, either upwards or downwards, will be made after the work has been
performed using the monthly period price for the month during which the work was performed.

Price Adjustments will be paid only if the variance from the Base Price is 5% or more for a monthly period.
The complete adjustment will be paid in all cases with no deduction of the 5% from either upward or downward
adjustments.

The Price Adjustment applies only to the actual virgin liquid asphalt content in the mixture placed on the job in
accordance with the Standard Specifications for Highways and Bridges, Division 111, Section M3.11.03.

Price Adjustments will be separate payment items. The pay item numbers are 999.401 for a positive price
adjustment (a payment) and 999.402 for a negative price adjustment (a deduction). Price Adjustments will be
calculated using the following equation:

Price Adjustment = Tons of HMA Placed X Liquid Asphalt Content % X RAP Factor X (Period Price - Base
Price)

No Price Adjustment will be allowed beyond the Completion Date of this Contract, unless there is a

Department approved extension of time.
*hkkhkkhkhkhk END OF DOCUMENT *hkhkkikkhkik
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SPECIFICATIONS FOR FULL DEPTH RECLAMATION WITH
CALCIUM CHLORIDE

1.0 DEFINITIONS

The term Director [Superintendent, etc.] shall mean the Highway Superintendent of the
awarding authority. The term Designee shall mean an employee of the awarding
authority, designated by the Director. The term Contractor shall mean a professional
company contracted by the awarding authority to perform work under this agreement.

2.0 DESCRIPTION

Work under this contract shall consist of the Contractor furnishing equipment and
materials to pulverize the in-place asphalt pavement and underlying material, spray liquid
calcium chloride on the pulverized mass, mix and/or blend the material, spread and
compact the resultant mixture to the lines and grades shown on the plans or established
by the Director or his/her Designee, cap the finished base with an application of calcium
chloride. Bid quantities are approximate only; payment shall be for actual square yards
reclaimed.

3.0 MATERIALS

3.1 Liquid Calcium Chloride:
The calcium chloride solution shall be provided by the manufacturer as a true
solution and shall not be reconstituted from flake calcium chloride. The calcium shall
meet the following material specifications
(see ASTM Designation D98; AASHTO-M144).

Calcium Chloride 35% +/- 1%
Alkali Chloride as NaCl 2% max.
Magnesium as MgCl 0.1%

Typical (in Ibs. per gallon)

Calcium Chloride 5.050
Sodium Chloride 0.200
Magnesium Chloride 0.004
Calcium Sulfate 0.004
Water 6.002

*Magnesium Chloride may be substituted for Calcium Chloride if agreed upon by Director.
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3.2 Reclaimed Base:
All pulverized material shall pass the 76.2 mm, (3-inch), sieve.
The processed sub-base shall meet the following gradation:

Sieve Size % Passing
37 (76.2 mm) 98 — 100
1 %7 (38.1 mm) 70 - 100

*Gradation may vary due to local aggregate conditions.

4.0 EQUIPMENT

The equipment used by the Contractor shall include, but not be limited to, one or more of
the following:

4.1 Laboratory:
The contractor must maintain a working laboratory capable of sampling and testing
reclaimed soils and must be open for inspection by the awarding agency.

4.2 Reclaimer:

Reclamation will be by means of a traveling rotary reclaimer or equivalent machine
capable of cutting through existing asphalt at depths up to 12 inches with one pass.
The machine shall be self-propelled and equipped with an adjustable grading blade or
accompanied by a motor grader thus leaving its path generally smooth for traffic.
Equipment such as road planners or cold milling machines which are designed to mill
or shred the existing bituminous concrete rather than to crush or fracture it, are not
considered capable of achieving specification gradation. The required and necessary
action of the reclaimer will increase the percentages of fine aggregate. This machine
is not intended for use on sub-bases with large boulders or ledge. Existing bituminous
concrete and gravel base must be pulverized and mixed so as to form a homogeneous
mass of uniformly processed base material which will bond together when
compacted.

4.3 Pressure Distributor:

The distributor for calcium shall be capable of applying liquid calcium chloride in
accurately measured quantities at any rate between 0.1 to 2.0 gallons per square yard
of roadway surface, at any length of spray bar up to 20 feet. The distributor shall be
capable of maintaining a uniform rate of distribution of material regardless of change
in grade, width or direction of the road. The distributor shall be equipped with a
Digital Volumetric Accumulator capable of measuring liters applied and distance
traveled. The volume and measuring device shall be equipped with a power unit for
the pump so that application is by pressure, not gravity. The spray nozzles and
pressure system shall provide a sufficient and uniform fan-shaped spray of material
throughout the entire length of the spray bar at all times while operating, and shall be
adjustable laterally and vertically. The spray shall completely cover the roadway
surface receiving the treatment.
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4.4 Grader:
A motor grader shall be used for shaping and finishing the surface of the reclaimed
base, in accordance with the lines, grades and typical cross sections shown on the
plans or established by the Director of his/her Designee.

4.5 Rollers:
At least one (1) vibratory roller shall be used on each reclaimed surface and shall
have a compacting width of not less than 5 feet. Each roller shall have a gross weight
of not less than 12 tons.

5.0 CONSTRUCTION PROCEDURES

5.1 Streets to be Treated:
The Contractor and the Director shall mutually determine the streets which shall
receive reclamation. Measurements of streets to be reclaimed shall be made by the
Contractor and the Director of his/her Designee. The Contractor shall prepare a cost
estimate for each street prior to beginning work. Lines and grades shall be furnished
by the awarding authority to all bidders at the time of job negotiation.

5.2 Surface Preparation:
Surface preparation, which may include cleaning and grubbing; removal of visible
cobbles; drainage; adjusting of street irons-valve covers, manhole covers, drop inlet
gratings, catch basins; signs, mailboxes and guard rail resetting; etc., will be the
responsibility of the awarding authority and will be completed before the contractor
moves onto the job.

5.3 Pulverization Process:

The existing road pavement shall be pulverized and mixed with equal amounts of
gravel base existing in the roadway foundation. The pulverization shall blend the
asphalt and base material into a homogeneous mass, utilizing the asphalt acquired
from the existing pavement as a stabilizer to bond material together when compacted.
After the first pulverization, one (1) application of calcium chloride totaling 0.9
gallon per square yard, shall be applied. The aggregate mass shall then be pulverized
again to ensure proper asphalt, gravel, and calcium chloride blending to the desired
depth. Following base compaction, shaping and fine grading, then recompaction, a
final capping of 0.1 gallons per square yard of calcium chloride shall be applied.
Total calcium chloride application shall be one (1) gallon per square yard.

5.4 Grading:
Sub-grade changes may be necessary to meet proposed grade lines and cross sections.
In areas where the proposed roadway grade to above the present grade, additional
material will be provided by the awarding authority on the site, incorporated during
regrading and compaction of the pulverized material, then brought to line and grade.
Any excavation of sub-base material shall be placed in windrows or stockpiled so as
not to impede the work of the Contractor, for later removal by municipal forces. After
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the material has been thoroughly worked by the reclaimer, the mass will be shaped
and fine graded.

5.5 Rolling:
Initial rolling shall be done immediately following the second reclaimer pass, and
again following fine grading.

5.6 Traffic Control:
Traffic control, including police details, warning lights, barricades, and warning
signs, is the sole responsibility of the awarding authority. Unless otherwise specified,
the roadway shall be kept open to traffic at all times, with traffic discontinued on the
lane being reclaimed. Controlled traffic may be permitted as soon as the base has
been rolled.

6 PERFORMANCE

The awarding authority will not award this contract unless the Contractor furnished
satisfactory evidence of his/her ability and experience to perform this work, and that
he/she has sufficient capital and equipment to enable him/her to prosecute the work
successfully and to complete it within the time named in the contract. The Contractor
shall not sublet any portion of this contract, and will own all equipment used to complete
such contract. As part of the bid, the Contractor must submit a list of six similar and
successfully completed jobs, whose relevance to the proposed job shall be deemed by the
awarding authority. The name, address, and telephone number of a contact person
involved with each of these projects must be included so they can be investigated prior to
the award of the contract. It will be the responsibility of each bidder to visit the job site
with the Director. The awarding authority can reject any bid of a contractor who has not
visited the work site.

7 METHOD OF MEASUREMENT AND BASIS OF PAYMENT

Payment for work under this agreement shall be made at the contract unit price per square
yard times the number of square yard, measured by the Contractor and the Director or
his/her designee, of road surface reclaimed and surface treated. Prior to the bid, the
awarding authority must elect to have the grading done by other or with its own
machining and forces. Price per square yard shall be for complete in place quantities.
Upon completion of work, and acceptance by the Director, the Contractor shall submit a
payment request to the Director. Payment shall be net thirty (30) days.
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16.
TOWN OF NEW BRAINTREE
TREE REMOVAL, TREE TRIMMING, STUMP GRINDING,
AND TREE PLANTING
CONTRACT AND CONDITIONS

1. SCOPE OF WORK- Provide all labor, materials, equipment, and supervision
necessary to perform trimming, stump grinding, planting and the complete removal of
all required public trees.

2. SUPERINTENDENCE, SKILLED LABOR AND EMPLOYEES - The
Successful Bid shall assign a suitable superintendent to this contact for its duration.
He/She (the Superintendent) shall be present at all times while the work entrusted to
him/her is in progress and shall be thoroughly knowledgeable and informed
concerning every aspect of this work. The superintendent shall have completed and
passed an Electrical Hazard Awareness Program (EHAP). The superintendent shall
have a minimum of five (5) years’ full-time experience in working around electrical
hazards and removal of dead trees.

The Successful Bid shall conduct all of his/her operations in strict accordance with all
applicable OSHA (OSHA 1910.269 CFR, etc.), ANSI standards (ANSI Z133), and
State safety regulations. The Successful Bid shall assume the entire responsibility for
the safety of employees, during his/her implementation of the scope specified and
shall be responsible for any and all injury resulting from the failure thereof.

The Bidder must secure and must provide certificated of insurance certifying that
they have the minimum coverage specified (As per item #9)

The Successful Bid and all employees operating equipment which requires a Hoisting
Engineer license, as determined by the Commonwealth of Massachusetts Division of
Occupational Licensure, shall possess the appropriate and valid Hoisting Engineer
License.

The successful Bid shall possess a valid International Society of Arboriculture and/or
Massachusetts Arborist certification.

The Successful Bid shall furnish the Tree Warden, upon request: resumes, licenses,
credentials etc., of the employees working on this contract.

If any person employed on this contract is insubordinate or appears to the Tree
Warden to be incompetent or disorderly, he/she shall be discharged immediately on
the demand of the Tree Warden, and shall not be employed on the work without the
approval of the Tree Warden.
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EXAMINATION OF THE SITES - The successful Bid shall be expected to visit
the sites designated for work and examine the existing conditions prior to the work
being completed. The Successful Bid shall ensure the removal of the correct trees by
matching the tree numbers with the street address/location provided by the Tree
Warden.

EMERGENCY WORK - In the event of an emergency declared by the Tree
Warden, or in a state of emergency declared by the State and/or the Town Select
Board, the Successful Bid shall supply the specified/requested equipment and labor to
remove Town trees as per the specifications and contracted unit prices within 24
hours upon receipt of either email or a phone call requesting such services. The
Successful Bid will be available for up to 72 hours to assist the Town in responding
to immediate public safety concerns. Failure to respond in the designated time period
may result in the Town holding the Successful Bid in breach of contract.

NIGHT, WEEKEND AND HOLIDAY WORK - Night, weekend and holiday
work will be permitted only to the extent that it is necessary, and only with the
consent of the Tree Warden. Standard hours shall be Monday through Friday from
7:00 AM to 5:00 PM.

. WEATHER CONDITIONS — The Successful Bid shall be responsible to employ all
means and measures to perform this work as assigned at all times during the calendar
year. No work shall be done when, in the opinion of the Tree Warden, the weather or
conditions are unsuitable.

GUARANTEE - The Successful Bid shall guarantee all work performed under this
Contract against all defects of workmanship for the period of one (1) year after
acceptance by the Tree Warden. Under this guarantee, the Successful Bid shall return
to complete the work to the satisfaction of the contract if it is determined the work
was not done in conformance with the specification.

. SCOPE OF WORK MODIFICATIONS - The Town of New Braintree reservices

the right to lessen or to add to the estimated quantities of this contract. In either case,
this shall be accomplished through the application of the contracted prices.

INSURANCE REQUIREMENTS - The Successful Bid will be required to
maintain the following Insurance as part of this Contract:

e Public Liability Insurance: Successful Bid to supply the Town of New
Braintree with certificates of insurance evidencing general liability coverage
of not less than $1 million occurrence/ $2 million aggregate.

e Property Damage Insurance: Successful Bid to supply the Town of New
Braintree with certificates of insurance evidencing automobile liability
coverage, bodily injury and property damage combined single limit of $1
million (all owned, hired and non-owned autos).
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10.

11.

12.

13.

14.

e Workers’ Compensation Insurance: The Successful Bid shall furnish the
Town of New Braintree with certificates showing that all of His/Her
employees who shall be connected with this work are protected under
workers’ compensation insurance policies.

EMPLOYEES - The Successful Bid must properly classify employees as employees
rather than independent contractors and treat them accordingly for purposes of
workers’ compensation insurance coverage, unemployment taxes, social security
taxes and income tax withholding. (G.L. c. 149, Sections 148B on employee
classification).

SUBCONTRACTING — The Successful Bid will not be permitted to either assign or
underlet the contract, nor assign either legally or equitably, any moneys hereunder or
its claim thereto, without previous written consent from the Tree Warden.

PROTECTION OF PERSONS AND PROPERTY — The Successful Bid shall
perform all work in a safe and orderly manner and shall protect all existing areas and
Town trees (designated to remain) from damage, repairing and or replacing and
damage caused by the Successful Bid at no cost to the Town. The Successful Bid
shall safety protect the property of the Town and all adjacent property from loss or
damage as a result of His/Her work and shall repair or replace damage, injury, or loss
resulting from this Contract at no additional cost to the Town of New Braintree.

PUBLIC SAFTEY, TRAVEL AND CONVENIENCE - The Successful Bid shall
be required, without additional compensation, to give attention to the flow of traffic.
Work on major arteries shall be avoided during periods of heavy traffic. School bus
traffic shall not be detoured or unreasonably delayed as to upset the School
Department’s established schedule. All work shall be accomplished in a manner that
safely maintains traffic on all work site roadways. The Successful Bid shall ensure
safety at each work site, at all times. The Successful Bid shall supply and shall use all
safety materials that are necessary to:

Give drivers sufficient advance warning;

Provide protection of motorists and workers;

Advise motorists of the proper travel path;

Be in communication with Town employees working with tree crews.

Cow>»

TRAFFIC POLICE - The Town of New Braintree shall make the necessary
arrangements with the Police Department to furnish uniformed police officers for the
purposes of controlling and regulating traffic in the vicinity of all work sites.
Payment for the Traffic Police is to be made by the Town according to the Labor
Agreement Contract.
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15.

16.

17.

18.

19.

20.

TECHNICAL SPECIFICATIONS — Minimum equipment required for this
contract: All equipment must meet the current ANSI, Federal and State specification,
as applicable, including up to date electric inspections:

A. Logging Truck

B. Truck with aerial bucket (65’ minimum height unit with up to date

dielectric test)

C. Commercial grade chipper for brush disposal

D. Power saws

E. Commercial grade stump grinder

TREE WORK - The Town reserves the right to award one (1) contract, to the lowest
responsible and eligible Bid, based upon the lowest cost to remove, prune, plant,
stump grind, and remove debris for presently unidentified shade trees at cost per
tree/unit bases according to diameter categories and/or daily/hourly rate. The Bid
form includes an appropriate place to submit a Bid for each of these options. The
award of any contract pursuant to this Invitation for Bid shall be subjected to
appropriation by New Braintree Town meeting.

TREE REMOVAL - All trees removed shall have stumps cut flush or as close to the
ground as possible. Should the Successful Bid fail to follow this method, the Town
may withhold payment until the Successful Bid undertakes corrective action, any
expenses incurred will be deducted from the Contract price.

TREE PRUNING - All tree pruning shall be done in accordance with ANSI A300
Pruning Standards to promote the rejuvenation of trees and limbs.

STUMP GRINDING - All stump grinding (when required) shall be completely
ground 12” below finished grade including all associated/adjacent above ground roots
that are a part of each stump. The contractor shall use the wood waste generated from
each stump to bring each ground stump up to the finished grade of the area in which
the stump was located. All additional generated wood waste shall be removed from
the site.

TREE PLANTING - All planting shall be done in accordance with ANSI A300
(Part 6). Trees shall be nursery grown and have survived the last two winters in a
climate substantially equal to New Braintree. Trees shall be dug, handled and
transported so as to prevent damage of any sort including but not limited to breakage
of branches, scraped or bruised trunk, or broken root ball. Trees shall be planted to
line and grade, with the root flare at or slightly above finished grade, centered in the
planning pit and plumbed straight. Cut and remove rope and wires and remove or
layback the top 2/3 of burlap off the root ball. Remove all non-biodegradable root
ball materials if present. Trees shall be watered (“mucked in”) at time of planting.
Trees shall be staked with stakes lined parallel to curb line. Do not install stakes
through the root ball. Planted trees shall be mulched to a depth of 2”. The Town
reserves the right to reject any tree that it finds to be substandard.
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21. CONTRACT TERMS — All work covered under the terms of this Contract shall be
completed by June 30, 2027.
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SUBMISSION REQUIREMENT FORM

Each Bid shall submit the following with his/her Quote: A fully executed Bid Form (which
shall include certification of the following):

1. The Company is registered with the Secretary of the Commonwealth of
Massachusetts to do business in Massachusetts. (Bid shall attach to the Bid Form a
copy of a Letter of Good standing from the Secretary of the Commonwealth’s office.)
Only contractors that appear on the eligible approved prequalified bidders list for the
class of work chosen by MassDOT and for the total project value of $50,000 or more
are eligible to bid.

2. The Successful Bid shall be required to provide and to maintain throughout the term
of any Contract and any extension or renewal thereof with the Town the following
insurance with companies that are authorized and licensed in the Commonwealth of
Massachusetts to issue policies for the coverages and limits so required.

3. For each procurement, prevailing wage rates as determined by the Commissioner of
the Massachusetts Department of Labor and Workforce Development under the
provisions of Massachusetts General Laws shall apply.

4. For each procurement the Successful Bid, under any contract, shall compensate the
Town of New Braintree for all damages to Town property of any nature arising out of
the Successful Bid’s work. To the fullest extent permitted by law, the Successful Bid
shall indemnify, defend, and hold harmless the Town of New Braintree and all of its
officers, employees, boards, commissions, committees, agents, and representatives
from and against all claims, causes of actions, suits, costs, damages, and liability of
any kind which arise out of the breach by the Successful Bid of his/her obligations
under any contract, or the act or omission of the Successful Bid , his/her
subcontractors, or their officers, employees, agents and representatives or anyone
directly or indirectly employed by them, or anyone for whose acts or omissions they
may be liable, regarding the work to be performed by the Successful Bid under any
contract, or which arise out of the violation of any federal, Massachusetts or Town of
New Braintree statute, by-law, rule, regulation, order or directive, or which relate to
personal injury or property damage suffered by the Successful Bid or any of his/her
officers or employees regarding the subject matter of any contract. Said costs shall
include, without limitation, reasonable legal costs, collection fees, and counsel fees
incurred in defending any claim or suit that may be brought against the Twon and any
judgment that may be obtained in any such claim or suit.

5. Neither the Town of New Braintree, nor its officers, employees, boards, committees,
commissions, agents and representatives shall be under any personal obligation or
incur any person liability by reason of any contract, the execution thereof or anything
relating thereto which arises out of the breach or violation of any provision of any
contract, or the violation of any Federal, Massachusetts or Town of New Braintree
statute, by-law, rule, regulation, order or directive, or which relates to personal injury
or property damage suffered by the Successful Bid or his/her employees, regarding
the subject matter of any contract.
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6. For each procurement, this Invitation for Bid incorporates by reference all required
portions of the Massachusetts General Laws, including, without limitation, Chapter
30, Sections 39F, 39G, 39K, 39L, 39M, 39N, 390, 39P, and 39R of the
Massachusetts General Laws, and Chapter 149, Section 34, 34A, and 34B of the
Massachusetts General Laws, and Chapter 82, Section 40 of the Massachusetts
General Laws, as though such terms were set forth in their entirety herein.

7. All road construction work shall meet or exceed the latest standards set forth by
MassDOT specifications for bridge and highway work.

The undersigned agrees that all Bid specifications and Contract specifications are
hereto made part of any Contract executed with the Town and are binding on the
Successful Bid.

Company Name

Company Address

Telephone Number

Signature

Printed Name and Title Date
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17. ROAD LINE MARKINGS
Estimated footage to be painted +/-146,000 linear feet of double yellow; +/- 44,000

linear feet of white edge line. Price estimate shall be per linear foot applied. Traffic
control to be provided by the Town of New Braintree.
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Prevailing Wage Information

Available Upon Request

Email requests to hwysecretarey@newbraintree.gov
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THE FOLLOWING FORMS TO BE COMPLETED AND RETURNED:
O Tax Compliance Certification

O Wage Rate Certification

[ Certificate of Non-Collusion

N Undocumented Workers Contractor Certification

[ Reference List

0 Bid form (Bid Items Sheet)

O Submission Requirement Form
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TOWN OF NEW BRAINTREE
TAX COMPLIANCE CERTIFICATION

Pursuant to M.G.L. ¢.62C,849A, | certify under the penalties of perjury that, to the best of
my knowledge and belief, I am in compliance with all laws of the Commonwealth relating to
taxes, reporting of employees and contractors, and withholding and remitting child support.

Company Name:

Address:

City/Town:

State: Zip Code:

Telephone:

SS# or FIEN:

FAILURE TO COMPLETE THIS FORM MAY RESULT IN REJECTION OF BID

Authorized Signature:

Date:

Town of New Braintree Road Materials Bid FY2027



TOWN OF NEW BRAINTREE
WAGE RATE CERTIFICATION

This is to certify that

Company Name:

Address:

City/Town:

State: Zip Code:

Will pay the prevailing wages as determined by the Massachusetts Department of Labor and
Industries as required by M.G.L. Chapter 149, Section 26 and 27D.

Authorized Signature:

Date:
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TOWN OF NEW BRAINTREE
CERIFICATE OF NON-COLLUSION

To the Town of New Braintree Bid Awarding Authority
(Board of Selectmen)

The undersigned certifies under penalties of perjury that this bid or proposal has been made
and submitted in good faith and without collusion or fraud with any other person.

As used in this certification, the work “person” shall mean any natural person, business,
partnership, corporation, union, committee, club, or other organization, entity, or group of
individuals.

Name of person signing bid or proposal

Name of Business

Date
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Office of the Select Board

20 Memorial Drive
New Braintree, Massachusetts 01531

www.newbraintree.org SelectBoard@newbraintree.org

Telephone (508) 867-2071
Fax (508) 867-6316

UNDOCUMENTED WORKERS
CONTRACTOR CERTIFICATION:

As evidenced by the signature of the Contractor’s Authorized Signatory below, the
Contractor certifies under the pains and penalties of perjury that the Contractor shall
not knowingly use undocumented workers in connection with the performance of all
Town of New Braintree contracts; that pursuant to federal requirements, the Contractor
shall verify the immigration status of all workers assigned to such contracts without
engaging in unlawful discrimination; and that the Contractor shall not knowingly or
recklessly alter, falsify, or accept altered or falsified documents from any such
worker(s). The Contractor understands and agrees that breach of any of these terms
during the period of each contract may be regarded as a material breach, subjecting the
Contractor to sanctions, including but not limited to monetary penalties, withholding of
payments, contract suspension or termination.

Contractor Authorizing Signature Date
Print Name

Title: Telephone:

Fax: Email:

The Contractor is required to sign this Certification only once and may provide a copy of the signed
Certification for any contract executed with the Town of New Braintree. A copy of this signed
Certification must be attached to the “record copy” of all contracts with this Contractor that are filed
with the contracting Town.
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Vender Submitting:

References:

Name:

TOWN OF NEW BRAINTREE
List of References

Address:

Telephone #:

Email:

Name:

Address:

Telephone #:

Email:

Name:

Address:

Telephone #:

Email:

Name:

Address:

Telephone #:

Email:
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BID ITEMS

1.

10.

11.

12.

13.

14.

Liquid Asphalt

a) Asphalt cutbacks

(All grades - Delivered & Applied)
b) Asphalt Emulsions

(All grades - Delivered & Applied)

Stone Seal in Place

Type | Bituminous Concrete

Tack Coat

(Application compliant with MassDOT guidelines)

Cold Patch
Woashed Sand

Screened Sand

Crushed Gravel
Processed Gravel
Bank Run Gravel

Washed Stone
a) 3/8”
b) 1/2”
c) 3/4”
d) 1127

Type | Berm

Screened Stone
a) 3/8”
b) 1/2”
c) 3/4”
d) 1127

e) %" Trap Rock
1 ” Trap Rock

Polyethylene Pipe (Smooth walled N-12)

a) 8inch
b) 10 inch
c) 12inch
d) 15inch

ESTIMATED QUANTITY

o
O

6,000 gallons /gal.
6,000 gallons /gal.
30,000 sq. yds. /s.y.
New Work Is.y.
up to 6,000 +/- tons (In Place) IT.
N/A /gal.
Applied cost per gallon
60 tons IT.
IT.
2,000 cubic yds. Icy.
Icy.
2,000 cubic yds. Icy.
Icy.
500 cubic yds. Icy.
/cy
500 cubic yds. Icy.
cy.
500 cubic yds. cy.
Icy.
100 cubic yds. Icy. Icy.
100 cubic yds. Icy. Icy.
100 cubic yds. Icy. Icy.
500 cubic yds. Icy. Icy.
N/A (In Place) IT.
100 cubic yds. Icy. Icy.
100 cubic yds. Icy. Icy.
100 cubic yds. Icy. Icy.
100 cubic yds. Icy. Icy.
100 cubic yds. Icy. Icy.
100 cubic yds. Icy. Icy.
1000 linear feet /L1.
2500 linear feet /L1.
500 linear feet /L1.
250 linear feet /L1.
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15.

16.

17.

18.

e) 18inch
f) 24inch
g) 36inch

Full Depth Pavement Reclamation

Track-Type Excavator

Bucket Truck

a) Chipper Truck

b) Ground Man
Road Line Markings

a) Yellow Double Line
b) White Edge Line

200 linear feet /1.1.
100 linear feet /1.1.
100 linear feet /1.1.
up to 30,000+/- sg. yds /s.y.
- Minimum 1 yd. Bucket Size
46,000 Ib. min. with operator
- Minimum 1 yd. Bucket Size
60,000 Ib. min. with operator
Hourly Rate
Hourly Rate
Hourly Rate
146,000 linear feet (+/- /1.f.
44,000 linear feet (+/-) /LT,
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